
  
 

 
 

Plaza Emilio Sala, 1 _ E-03801 ALCOY (Alicante) Spain _ Tel.: +34 96 554 22 00 Fax: +34 96 554 34 94 
www.aitex.es  

 

 

 
 
 

 
 
 

 
          
             
              
        

 
 
 

 
 
 
 
 
 
 
 
 

 

Complies with the requirements of the standard/s: 

 

Issued by AITEX on: 15/03/2024 
 

This document is of application for the tested sample, according to the tests that have 
been done in the previously mentioned dates in the reports above shown. This does 
not implies any monitoring or control activity on this product done by AITEX. 
This document is a test summary and does not imply a product certification. 

 

CERTIFICATE OF TEST 
Certificate of test nº 

AITEX declares that the articles:          Given by the company: 

24EP1065 

LA CASA DEL REFLECTIVO S.A.S 

 
Calle 38 A Sur No. 74-78 
CO-110311 BOGOTA 
Colombia 
 

“PVC Reflective Tape, PVC-HW756000” 
 
Information according to the customer: 
Tape reference: PVC Reflective Tape,  PVC-HW756000                 
Composition: PVC                   
Weight: 0.5kg                   
Colour: Silver-Grey                   

The test results above indicated are shown in the testing report/s: 
 

2024EP1057 
 

ANSI/ISEA 107:2020 HIGH-VISIBILITY SAFETY APPAREL 

SECTION TEST REQUISITES RESULTS REPORT No. 

10.3 
Photometric performance requirements for 
retroreflective material as new 

Section 9.1, 
Table 4 

Pass 2024EP1057 

10.4.1 
Photometric performance requirements for 
retroreflective material after abrasion  

Section 9.2 Pass 2024EP1057 

10.4.2 
Photometric performance requirements for 
retroreflective material after flexion  

Section 9.2 Pass 2024EP1057 

10.4.3 
Photometric performance requirements for 
retroreflective material after folding at cold 
temperatures  

Section 9.2 Pass 2024EP1057 

10.4.4 
Photometric performance requirements for 
retroreflective material after climatic ageing  

Section 9.2 Pass 2024EP1057 

10.4.5.2 
Photometric performance requirements for 
retroreflective material after 50 washing cycles  

Section 9.2 Pass 2024EP1057 

10.4.5.2 
Photometric performance requirements for 
retroreflective material after 75 washing cycles  

Section 9.2 Pass 2024EP1057 

10.4.6 
Photometric performance requirements for 
retroreflective material wet performance  

Section 9.2 Pass 2024EP1057 

 

Remark: Washing instructions according to Standard EN ISO 6330:2021, method 6N, type F drying (type A1 tumble drying). 

 

Signed by: Lucía Martínez 
Head of PPE and Ballistic  

department 
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